structure

Reinforced aluminum

Flber optic
communication cables

Print heads with automatic
voltage control
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Print Heads

255 nozzles 12 picoliters

Number of print heads

6 Sll print heads

width

Resolution Up to 1440 dpi

Ink » Types Solvent o eco-solvent
» Colors Cyan, magenta, yellow, black, light cyan y light magenta
» Capacity Main tanks: 1 liter per color + flush

Media > Maxprinting 83” (2.10m)

» Feeding system

Roll or single sheet

» Types Vinyl, perforated vinyl, polyester, banners, paper or canvas
P :szggg > Draft Up to 150.7ft2/h (14m2/h)

» Standard Up to 118.4ft2/h (11m2/h)

> High quality Up to 53.8ft2/h (5m2/h)

Cleaning system

Automatic with positive pressure system

Heating and cooling system

Pre heater, front heater and cooling fans

Interface Optical fiber

Noise level Active printing: < 70db / Standby: < 40db
Software Software RIP Standard / PhotoPrint DX
Voltage AC 220V, 50 Hz /60 Hz

Energy consumption

1400 W (220 CA)

Operating temperature

Temperature 68° ~ 75°F (20° ~ 24°C) Humidity 40% ~ 60%

Equipment dimensions

30" x 130" x 48" (76cm x 330cm x 122cm)

Shipping dimensions

33”x 130" x 37" (83cm x 330cm x 94cm)

Equipment weight

Net weight 570lbs (259kg) | Gross weight 876lbs (397kg)
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* Fiber optic cables

*Original Sll Japanese
print heads with
automatic
voltage control

* Reinforced
aluminum structure

¢ Interface with fiber
optic cables

e Auto Ink Supply System



